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automatic character delineation when 
the individual control of character 
foreground, background and edge is not 
supported. 

(s) Service synchronization. Service 
Input Buffers must be at least 128 bytes 
in size. Caption providers must keep 
this lower limit in mind when fol-
lowing Delay commands with other 
commands and window text. In other 
words, no more than 128 bytes of 
DTVCC commands and text should be 
transmitted (encoded) before a pending 
Delay command’s delay interval ex-
pires. 

(t) Settings. Decoders must include an 
option that permits a viewer to choose 
a setting that will display captions as 
intended by the caption provider (a de-
fault). Decoders must also include an 
option that allows a viewer’s chosen 
settings to remain until the viewer 
chooses to alter these settings, includ-
ing periods when the television is 
turned off. 

[65 FR 58471, Sept. 29, 2000]

Subpart C—Intentional Radiators
§ 15.201 Equipment authorization re-

quirement. 
(a) Intentional radiators operated as 

carrier current systems and devices op-
erated under the provisions of §§ 15.211, 
15.213 and 15.221 shall be verified pursu-
ant to the procedures in subpart J of 
part 2 of this chapter prior to mar-
keting. 

(b) Except as otherwise exempted in 
paragraph (c) of this section and in 
§ 15.23 of this part, all intentional radi-
ators operating under the provisions of 
this part shall be certificated by the 
Commission pursuant to the proce-
dures in subpart J of part 2 of this 
chapter prior to marketing. 

(c) For devices such as perimeter pro-
tection systems which, in accordance 
with § 15.31(d), are required to be meas-
ured at the installation site, each ap-
plication for certification must be ac-
companied by a statement indicating 
that the system has been tested at 
three installations and found to com-
ply at each installation. Until such 
time as certification is granted, a 
given installation of a system that was 
measured for the submission for cer-
tification will be considered to be in 

compliance with the provisions of this 
chapter, including the marketing regu-
lations in subpart I of part 2 of this 
chapter, if tests at that installation 
show the system to be in compliance 
with the relevant technical require-
ments. Similarly, where measurements 
must be performed on site for equip-
ment subject to verification, a given 
installation that has been verified to 
demonstrate compliance with the ap-
plicable standards will be considered to 
be in compliance with the provisions of 
this chapter, including the marketing 
regulations in subpart I of part 2 of 
this chapter. 

(d) For perimeter protection systems 
operating in the frequency bands allo-
cated to television broadcast stations 
operating under part 73 of this chapter, 
the holder of the grant of certification 
must test each installation prior to ini-
tiation of normal operation to verify 
compliance with the technical stand-
ards and must maintain a list of all in-
stallations and records of measure-
ments. For perimeter protection sys-
tems operating outside of the fre-
quency bands allocated to television 
broadcast stations, upon receipt of a 
grant of certification, further testing 
of the same or similar type of system 
or installation is not required.

§ 15.203 Antenna requirement. 

An intentional radiator shall be de-
signed to ensure that no antenna other 
than that furnished by the responsible 
party shall be used with the device. 
The use of a permanently attached an-
tenna or of an antenna that uses a 
unique coupling to the intentional ra-
diator shall be considered sufficient to 
comply with the provisions of this sec-
tion. The manufacturer may design the 
unit so that a broken antenna can be 
replaced by the user, but the use of a 
standard antenna jack or electrical 
connector is prohibited. This require-
ment does not apply to carrier current 
devices or to devices operated under 
the provisions of § 15.211, § 15.213, 
§ 15.217, § 15.219, or § 15.221. Further, this 
requirement does not apply to inten-
tional radiators that must be profes-
sionally installed, such as 
perimeterprotection systems and some 
field disturbance sensors, or to other 
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